GOVERNMENT OF INDIA
INDIA. METEOROLOGICAL DEPARTMENT

OFFICE OF THE
DEPUTY DIRECTOR GENERAL OF METEOROLOGY
(SURFACE INSTRUMENTS)
Meteorological Office, Pune —411 005

Phone No. 020-25535211Ext 411 Fax No. 020- 25521529
Website : www.imdpune.gov.in
I/PUD-INSAT/LC/10-11/ Date : 15" July 2010

Kindly quote for the following stores or their egalent. Your quotation has to clearly mentionldaling
details: (i) Full specifications; make of the itéii) Delivery period (iii) Terms of delivery (iv) \Wether rates quoted
include Packing and Forwarding charges, SaledHxoise, etc. If not, these are to be shown seglgralongwith the
rates (No extra charges will be paid/entertainedraipening the bids.) (v) Period of validity offef (vi) Terms of
payment. The quotation should reach this officeotee1430 hrs 08" July 2010 in a sealed cover addressed to
“The Dy. Director General of Meteorology (Surfacelnstruments), Meteorological Office, Pune—411 005.The
guotations will be opened at 1430 hrs on the due tla The quoters may be present at the time of opewiirtbe
quotation, if they desire so.

S.No. | Descriptionstdres | Quantity

1. Display (Scrolling) with installation 20 Nos
(Specification as per encéa)

Note:

1) The sealed cover containing quotasioould be super scribed in block lett@B8OTATION
FOR ENQUIRY NO. I/PUD-INSAT/LC/10-11/ DATED15" July 2010 AND DATE OF
OPENING i28" July 2010

2) The right to ignore quotationisieh fail to comply with the above instructionséserved.

3) The parties bringing quotatipessonally may drop the same in tiBJOTATION BOX” keptin
Admin. Section of this office

4) The firm should clearly mention ktaand Model of the item being offered, wherevealiapble.

5) Firm should give separate bids for technicand commercial separate sealed covered

Yours faithfully,

(R.R. Joshi)
Assistant Meteorologist Gr.l
for Dy. Director General of Merology



Specifications for Moving Display to Indicate Meteorological
Parameters:

1.
2.

S G

2

Actual Display Window Size: 610 mm X 55 mm

LED Matrix: 7 X 80 wide angle super bright diffused LED Modules

LED Matrix on Glass Epoxy PCB and complete assembly treated with Anti
Hygroscopic Varnish for protection against atmospheric humidity

Single Line English Display with different rolling styles

In Built Real time clock which gets synchronized with Data Logger Clock

Inbuilt Switch Mode Power Supply for wide operating voltage Range

RS 232 & RS422 interface with compatibility with various data logging Systems.
5 core 100m shielded cable with connectors at both ends.

Internal 256 K Byte Flash Memory to store the messages

9. Internal 8 K Byte NVRAM for storing frequently changing messages

10.

11.
12.
13.
14.

One hour message timeout facility to avoid conflicting messages getting
displayed.

Sturdy powder coated Aluminum enclosure with wall mounting facility
Operating supply voltage: 150 VAC — 270 VAC, 50 Hz with switch indicator.
Size: - 650mm X 100mm X 80 mm

Compatibility: The rolling displays should be interfaééd to various data loggers

installed at various IMD sites located all over INDIA.
Terms and conditions:
1. These displays are to be installed at various IMD sites located all over

India. (As per ARG station list attached)

2. Firm should submit Installation reports with signature of concerned person

it

at the installation site.






